
 O P T I O N A L   

 A C C E S S O R I E S  

C h r o m o t h e r a p y  L i g h t  

G r a b  B a r s  

H i g h  D e n s i t y  I n s u l a t i o n  

i B a t h  S o u n d  S y s t e m  

O z o n e  S y s t e m   

( W h i r l p o o l  a n d / o r  A i r b a t h  o n l y )  

P i l l o w  ‐ 1 2 ”  ‐  A n g l e   

R o t a r y  J e t s  

T h e r m a l  C o m f o r t  S y s t e m  

( T C S  c a n  n o t  b e  u s e d  w i t h  V S M )  

T r i m  K i t  U p g r a d e  

V i b r o  S o n i c  M a s s a g e  

( V S M  c a n  n o t  b e  u s e d  w i t h  T C S )  

W a s t e  &  O v e r f l o w  u p g r a d e :  

         C a b l e  D r i v e  W a s t e  &  O v e r f l o w   

   L i n e a r  O v e r f l o w  
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CÊ��Ý �Ä� CÊÃÖ½®�Ä�� 
Products meet or exceed the following standards: 

 Underwriters Laboratories (UL) 
 Underwriters Laboratories ‐ Canada (cUL) 
 ANSI Z124.1 • ANSI A112‐19.7 
 ANSI A112.19.8  

E½��ãÙ®��½ R�Øç®Ù�Ã�ÄãÝ 
We recommend one 20 amp ground fault circuit         inter‐
rupter (GFCI) for each power supply provided with the bath‐

D®Ã�ÄÝ®ÊÄÝ 
60” x 30” x 22” 
Whirlpool OperaƟng Gallons:  40 
Gallons to Overflow:  65 

I  T  
 Install product according to Owners manual and local codes. 

 All whirlpool or Airbath® units require an access panel. 

 Hot water supply should be 65‐75% of tub capacity or greater.  Always consult your local plumber for               recommen‐
daƟons as installaƟons will vary. 

 Dimensions for undermount installaƟons should be taken directly from the bathtub. 

 Cut‐out dimension: 58” x 28” 

 
U n d e r m o u n t  Y e s     N o  X 

Whirlpool CombinaƟon 
(pump and blower location only) 

Airbath System II 

All bathtub dimensions are ± 1/2”. 

Always check our website for the most updated specificaƟons:  www.zumacollecƟon.com 

LEGEND:                                                         BLOWER                  JET                 

                          SUCTION                          ACCESS PANEL (MINIMUM 16” X 20”) 
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